QMAX SQUEEZE

Description

QMAX SQUEEZE consists of a cross-linking agent, a blend of low molecular weight polymer and a filtration agent. The cross-linking action is a function of temperature.

Applications

QMAX SQUEEZE is designed to produce both an open hole plug and an inner zonal shut-off. The product is designed for matrix and fractured formations.

The slurry is pumped to a defined zone and a slight squeeze applied. Upon contact with the thief zone, QMAX SQUEEZE slurry will rapidly de-water, leaving behind a drillable plug in fractures. This plug holds the polymer solution in place while it cross links, forming a non-flowing gel inside the formation.

Features and Benefits

- Can be pumped through downhole tools
- It could require an accelerator or retarder depending on the temperature
- Insensitive to H₂S and CO₂
- Stable up to 400°F
- Can be mixed and pumped using rig equipment
- Does not contaminate drilling fluids

Typical Properties

<table>
<thead>
<tr>
<th>Appearance</th>
<th>Solid</th>
</tr>
</thead>
<tbody>
<tr>
<td>Color</td>
<td>Light gray</td>
</tr>
<tr>
<td>Odor</td>
<td>Mild</td>
</tr>
<tr>
<td>Specific Gravity 68°F (20°C)</td>
<td>2.24</td>
</tr>
</tbody>
</table>

Recommended Treatment

Concentrations up to 120 lb/bbl (340 kk/m³) could be mixed if conditions are suitable. Once pill is properly mixed and weighted up to required density, spot pill across loss zone and pull pipe 200’ above top of pill or last casing point. Apply a gentle squeeze pressure (100-150 psi) reinforcing pill to compress and penetrate into problem zone, packing off the pore throat or voids of permeable formations.

Do not use it in the reservoir zone, it can cause a permanent seal.

Safety and Handling

Prior to using this product, refer to the safety data sheet for information on use of personal protective equipment, safe handling, storage, transport, and disposal.

Packaging

QMAX SQUEEZE is available in 40 lb (22.7 kg) bags.

No representations or warranties, either express or implied, of merchantability, fitness for a specific purpose, and/or that the products to which the information referred to in this document may be used without infringing the intellectual property rights of others, or of any other nature, are made with respect to information provided in this document, or the products referred to herein. In no case shall the information be considered a part of our terms and conditions of sale of QMax products or services. Use of the information provided in this report is at the user’s risk.

“Excellence, Innovation, Integrity, Teamwork and Safety”

www.qmax.com – 11700 Katy Fwy, Ste 200, Houston, TX 77079 – Tel.: +1 (832) 672 4476

Version 1.0.0  January 18th, 2017  Approved by: Global Technical Services Director